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1. Start with opening the driver’s side door and lowering the window.  Lift-up plastic cover and remove screw in door handle (Fig. A).  
Remove the two screws located at the bottom of the door panel (B & C) .

2. Lift the door panel off of the door and hold it a few inches away from the door.  Disconnect OE wiring connection with a flat screw driver 
(2A).  Unsnap the metal rod from door handle (2B).  Remove door panel and set it aside.
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1. Disconnect OE wiring connector (1A).  Secure the mirror housing with one hand and remove the three mirror mounting nuts from the
corner of the door.  Carefully remove the mirror housing from the door.  Lay the mirror housing on a, cloth covered, flat surfaced work 
bench. 
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1. Push on the bottom edge of the mirror to manually pivot it fully outward.  Insert a large 
flathead screwdriver down between the motor actuator and the backplate motor mount.   
Slowly and carefully pry around motor actuator until OE mirror pops off.  If heated, 
disconnect heater wires from heater terminals and remove mirror.

2. Using the shorter of the two harnesses from the wiring kit, guide the end without the 
mating connector into the mirror housing and out through the mirror mount.

3. Remove wire clip with a flat head screwdriver.  Route the Signal® mirror wire harness 
alongside OE wire harness.  Re-attach wire clip to secure both wire harnesses together.
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4. Connect the Signal® mirror mating connector to the Signal® mirror wire harness (4A).  If heated, reconnect the heater wires to the heater 
terminals on the back of the new Signal® mirror (4B).  NOTE:  There is no polarity so the wires may be interchanged.  Position the 
included foam disc within the mirror snap ring (both left-hand and right-hand) (4C).  Align the anti-rotation groove with the prong on the 
motor actuator.  Carefully tuck all wiring behind motor actuator.  ����	���
�����/���	�
���������4�
��
�����
-�
��
�4� �����

�
��
�#��$   Center 
the snap ring on the motor actuator and slowly push down on the center of the glass until the mirror snaps into position.

5. Firmly press down on all sides of the Signal® mirror to ensure mirror is fully seated and functional.
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1. Guide the wire harnesses through the door and position the mirror 
housing assembly on the mirror mount.  Bolt the mirror housing to the 
mirror mount with three mirror mounting nuts.  WARNING!   Do not 
over tighten the mirror mounting nuts.  

 Reconnect OE wire harness.  

 Pull back a portion of the plastic door insulation directly below 
 where the factory mirror harness connection is made (A) .  

 Pull the rubber boot out betweezn the door and door frame.  

 Guide the Signal® mirror wire harness alongside OE wire harness as
 shown in the left diagram.

 Insert the Signal® mirror wire harness through the exposed hole in 
 the door and out the opening vacated by the rubber boot.  Remove 
 any slack in the Signal® mirror wire harness.
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 2. Disconnect wiring connector from vehicle frame.  Separate the rubber 
boot from the connector.

 3. Pass the wire harness through the rubber boot and remove any 
slack in the wire harness.

 4. To better access the wire harness coming through the door frame, the 
  plastic corner molding needs to be removed.  With the use of a plastic 

insert, lift up on the plastic trim.  Grab and pull off the plastic trim 
along the floor board.  Remove the screw at the bottom of the corner 
molding along the floor board and remove the corner molding (4A).
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5.  Passenger Side Only:  Remove the (4) screws holding the 
Engine Control Unit.  Remove the ECU to gain access to 
route the Signal® mirror wire harness into the vehicle.

6.  There is a small channel between the wire guides and plastic 
connector.  Guide the wire harness through this channel and 
then pass the wire into the car through the door frame.  
Remove any slack in the wire harness and stretch the rubber 
boot back over the plastic connector.  Snap the plastic 
connector back into the door frame.  ���������� ������ � ��������
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The vehicle’s electrical wiring is located within the wire bundle along the floor 
board on the driver side.  Using a utility knife, carefully  cut and remove some of 
the electrical tape to gain access to the wires behind it.  Locate the solid WHITE 
W/ DARK GREEN STRIPE wire within the wire bundle.  Turn the ignition key so 
that electrical power is on and activate the driver side turn indicator.  Probe the 
wire with the wire tester to verify that flashing turn directional power is present.  
Label that wire as ‘driver side indicator’ .  Locate the PURPLE W/ GRAY 
STRIPE wire.  Activate the passenger side turn indicator and probe the wire with 
the wire tester to verify that flashing turn directional power is present.  Label that 
wire as ‘passenger side indicator’.
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